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TEMPORARY WOOD POLES

DETAILS No. 3

GUSSET PLATE LAYOUT

LAG SCREW AND

TIE-ROD AT POLE

DETAIL C

SECTION B-B

ARM CONNECTION DETAILS

DETAIL B

LUMINAIRE MAST ARM

TIE-ROD AT LUMINAIRE ARM

DETAIL A

NOTES:

SECTION A-AELEVATION

VIEW C-CELEVATION
SECTION E-E

ELEVATION VIEW D-D

(Typ)

APART RADIALLY

HOLES, 2" 

Š" Ø SCREW 

FITTED PLATE

TOTAL 4, EACH 

‚" Â GUSSET

‚

Typ

1"Á COPE

ARM

LUMINAIRE

‚" Â GUSSET

‰

WASHERS EACH END

NUTS AND PRESSURE 

THREADED 6" W/2

†" Ø TIE-ROD

…" Â
Min

‚" Â GUSSET

ARM

LUMINAIRE

POLE PLATE

TOTAL 4, TAP 

HS CAP SCREW

†" - 11  UNC x 2" Lg

‚

Typ

FIT POLE SNUGLY

‚" Â STEEL BENT TO

WOOD POLE

FIT POLE SNUGLY

‚" Â STEEL BENT TO

WOOD POLE

Typ

‚

CHASE EDGES

ON ARM •

1•" NPS

ƒ" Â

POLE PLATE

TOTAL 4, TAP 

HS CAP SCREW

†" - 11 UNC x 2" Lg D

WASHERS EACH END

NUTS AND PRESSURE 

THREADED 6" W/2

†" Ø TIE-ROD

1ƒ" Min†" Ø TIE-ROD

SEE DETAIL C

SEE DETAIL B
WOOD POLE

DETAIL A

SEE
•

WOOD POLE

ROW A

ROW B

ROW C

‚

Typ

WOOD POLE

‚" Â 
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BUCKLE, TOTAL 4

STAINLESS STEEL STRAP

WITH 2" LONG BEND UNDER

STRAP, DOUBLE WRAPPED,

EDGE STAINLESS STEEL

ƒ" x 0.044" Min ROUNDED

October 19, 2018

TOTAL 10

Hex Hd LAG SCREWS

‚" Ø x 2•" Lg
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ON WOOD, Tot 2

FITTED Â WASHER FOR NUTS

AND WASHER EACH SIDE, USE

†" Ø THRU-BOLT W/NUT

(Typ)

WASHER 2 EACH SIDE,

W/NUT AND PRESSURE

†" Ø HS Hex BOLT
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BENT TO FIT POLE

‚" x 9" FLAT BAR

‚" x 9" BENT BAR
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Typ

2"

AND SIDES

‚" Â TOP, BOTTOM,

AS SHOWN

DRAIN HOLES 

GALVANIZING

2-‚" Ø 

 

4.  Mast arm not shown for clarity.

 

3.  Not all screw heads and bolt heads are shown for clarity.

 

   an open gap between flanges in finished installation.

   Fabricate 9" flat bar with "L" Dimension to maintain

2.  Verify pole dimensions at tie-rod attachment height.

 

   Standard Plan ES-6D with noted modifications.

1.  Luminaire mast arms must be in compliance with


